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EMS Physio Ltd  

Product Specification 
PRECISION ULTRASOUND BALANCE CAL102 



 

Precision ultrasound balance 

Technical Specification 

 

The Precision Ultrasound Balance has 

been designed for simple but precise 

measurement and calibration of          

ultrasound output. It has been developed 

for use by technicians who need accurate 

and easy to read measurements when 

servicing ultrasound units.  

 Accuracy (scale factor):10% 
 Resolution: 0.02 watt 
 Linearity: <0.1 watts 
 Stability:<0.1 watts/10 minutes 
 Zero drift: <0.1 watts/hour 
 Warm up time: <10 minutes 
 Full scale: 30 watts 
 Power input: (AC) 100mA @ 240 V 
 Size: 222 x 300 x 300mm 
 Weight: 14kg 
 Water capacity: 1 litre 
 Recommended frequency range:  

    0.8 to 3.5MHz   

Ordering             

information 

 

EMS precision         

ultrasound balance 

CAL102 

 

Certificate of          

calibration (for EMS 

precision ultrasound 

balance) RTB03 

 

Battery RTB04 

 



EMS Physio Ltd 
Grove Business Park, Downsview Road, 
Wantage, Oxfordshire OX12 9FE 

 
+44 (0) 1235 77 22 72 
sales@emsphysio.co.uk 
www.emsphysio.co.uk 

CAL102 

EMS Physio Ltd designs, manufactures and supplies electrotherapy equipment from our 

purpose-built offices and factory in the UK. 

Our products include shockwave therapy products, therapeutic ultrasound units,    

electrical stimulators and shortwave diathermy products. 

We also supply a full range of physiotherapy equipment including treatment couches, 

exercise equipment, gait analysis, pulse compression therapy units, CPM machines and 

the general equipment you would expect to find in an established clinic. 

EMS Physio Ltd - making it better since 1924 

 Calibration traceable to National Standards 

is available 

 High accuracy of output measurement 

 Repeatable  measurements giving          

laboratory standards of accuracy 

 Measurement of output for EMS Physio 

and other makes of ultrasound equipment 

 Ease of assembly and use 

 Can be used in the laboratory or on the 

Customer site 

 Complete with protective carrying case 

 RS232 interface supplied as standard 

 Certificate of Conformity included 

Further information 


